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GOUGE. MASTOID (JENKINS' PATTERN ) 


(Reaffirmed 2013) 


1. Scop^—Dimensional and other requirements for mastoid gouge (JenWins' pattern) used in ENT 
surgery. 

2. Shape and Dimensions —As shown in Fig. 1. 
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All dlmenslor^s In millimetres. 

FIG. t GOUGE, MASTOID (JENKINS* PATTERN) 

3. Materials — Stainless steel. Designation 30Cr13 of Schedule V of IS: 1570-1961 'Schedules for 
wrought steels for general engineering purposes ' or of the following composition: 


Carbon 

Silicon 

Manganese 

Chromium 

Nickel 

Sulphur 

Phosphorus 





Percent 
0-35 to 0-45 
0*6, Max 
0*6. Max 
12to 14 
0*6, Max 
0 03, Max 
0*03, Max 


4. Workmanship and Finish 

4-1 All the surfaces shall be smooth and free from pits, cracks, burrs and other surface flaws. 

4.2 All the sharp edges, other than the cutting edge, shall be rounded. The cutting edge shall be sharp 
and even. 

4.3 The gouge shall be passivated and polished bright. 

5. Heat Treatment — The instrument shall be hardened and tempered to a hardness of 600 to 600 HV, 

6. Tests 

6.1 Performance Test — Apply the cutting edge of a gouge to the surface of seasoned teak wood. Make 
an effort to scoop the wood with the help of manual pressure. A piece shall be scooped out 
cleanly and easily. On completion of the test, the cutting edge shall neither chip nor show any sign of 
damage. 
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AMENDMENT NO. 1 JANUARY 1979 

TO 

IS I 5732-1970 SPECIFICATION FOR 
GOUGE, MASTOID (JENKINS’ PATTERN ) 

Alteration 

( Page 2, clause 6-2) — Substitute the following for the existing clause: 

*'6.2 Corrosion Resistance— Ihe Instrument shall satisfy the boiling 
and autoclaving test as specified In IS : 7531-1975 ‘ Method for boiling 
and autoclaving test for corrosion resistance of stainless steel surgical 
instruments 
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t.2 Corrosion Resistance Test -- Scrub tha ^ipuea with ms^ artci warm water, rinse in hot water and then 
dip in 96 percent ethyl alcohol. Dry the gouge. Immerse in copper sulphate solution at room tempe¬ 
rature for 6 minutes and wash off with fresh water or wet cotton wool. The solution shall be made 
up as follows; 


Copper sulphate ( CuS 04 . 5 H ,0 ) 4*0 g 

Sulphuric acid ( H,SOi) ( sp gr 1 *84) 10 0 g 

Water { H»0) 90*0 ml 

No red stains or spots on the gouge shall be allowed but dulling of the polished surface may be 
permitted. 

7, Marking — Each gouge shall be marked with the following: 

a) Manufacturer's name, initials or recognized trade-mark; 

b) Size of the gouge; and 

c) The words ‘ stainless steel 

7.1 iSf Certification Marking — Details available from the Indian Standards Institution, 

8. Packing — Each gouge shall be put in a polyethylene bag and then packed in an individual cardboard 
carton, or the packing shall be done as agreed to between the purchaser and the supplier. 
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